


For over half a century the world has been enjoying
the benefits of Vacuumatic’s pioneering paper
counting technology. 

We are global leaders in the production of state-of-
the-art paper counting, batch marking and tabbing
equipment. 

Vacuumatic supplies the security and commercial print
industries, paper mills and converters with highest
quality products. 

When you are working long term with the world’s
central banks, security and commercial printers,
government departments, pharmaceutical houses and
paper mills there is no room for error and certainly no
room for complacency.

Our machines are designed, developed and
manufactured in-house, in the UK, for distribution
worldwide from our Colchester HQ, via Vacuumatic
companies in the US and Germany and through our
comprehensive global network of professional
distributors.

What it all adds up to:

Vacuumatic exports equipment to customers in over
ninety countries and is the only supplier in the world
offering multiple counting technologies; pin-&-blade,
rotary disc, optical and tabbing.

Vacuumatic has earned its reputation for precision and
reliability; our customers know they can count on us
to deliver.

The World
Counts on
Vacuumatic

www.vacuumatic.com







Vacuumatic Universal Tab Inserter (VUTI )

The Vacuumatic Universal Tab Inserter is the top-end
solution for highly accurate online counting and
batching of sheet delivered products such as sheet
paper, commercial print and packaging. Mounted at
the delivery end of almost any sheeter or printing
press, the VUTI system enables operators to count and
batch good copy, isolate areas of make-ready or spoil
and return an accurate count of delivered piles.

The VUTI is supplied with either a pedestal stand or
machine mounting kit. Tabs can be triggered either by
signals from the press or sheeter counting system, or
from one of a range of independent sensor systems
that are available from Vacuumatic. Tabbing systems
have been a feature of the Vacuumatic portfolio for
over 30 years, the VUTI is the latest in a long line of
market leading products in this field. 

Features
● Compact unit

● Flexible mounting options

● Open chute design - easy removal of residual
tape

● Automatic tape out/jam alarm

● Choice of standard chute lengths

● VUTI Plus waste management upgrade
option – includes printer and ink marker
system 

Benefits
● Accurate on-press/sheeter counting and

batching
● Prevents inaccurate deliveries – overs and

unders
● Maintains count accuracy when sheets are

removed
● Minimises waste paper

Typical Applications

Papermills using automatic sheeting systems

Industrial & commercial sheetfed printing

Sheetfed packaging and label printing

Trade finishing and die cutting

VUTI with 450mm chute  
on 1.5m pedestal



SMART 1 Fully Automated 
Tape Feed
and Cut 
Sequence

Features
● Compact unit

● Flexible mounting options

● Only requires one simple firing signal

● Adjustable cut delay

● Adjustable tape length

● Choice of standard chute lengths

Benefits
● Accurate waste or makeready sheet

marking

Vacuumatic’s new SMART 1 tab insertion system has
been designed to offer tabbing as cost-effectively as
possible on presses and sheeters that are equipped
with their own programmable counting or sheet
inspection system. Such machines can provide a 24v
pulse signal to fire and cut the tab, meaning that there
is no need for the Electronic Counter Control unit or
sensors that are required to drive and control the VUTI
tab insertion systems. SMART 1 is often supplied direct
to press and sheeter manufacturers to be factory
fitted, and sometimes as a replacement for old or
worn tab insertion systems.

SMART 1 is a product for very specific applications, 
so please be sure to consult with Vacuumatic or your
local distributor prior to placing an order. 

Typical Applications

Papermills using automatic sheeting systems

Commercial printing

As part of a sheet inspection system

Rear view 
of Smart 1



Technical Information

Specification VUTI CUTI 2 SMART 1

Maximum count speed 120,000 sheets per hour 25,000 sheets per hour n/a

Tab insertion 2 - 9,999 sheets 6 - 9,999 sheets maximum 2 tabs per second

Tape cut delay 1 - 99 sheets 2 - 5 sheets 0.5 - 5 seconds

Standard chute lengths* 150/300/450/600/750 mm 150/300/450/600 mm 150/300/450/600 mm

approx. 6”/12”/18”/24”/32” approx. 6”/12”/18”/24” approx. 6”/12”/18”/24”

Electrical specification 230v/50Hz or 115v/60Hz 230v/50Hz or 115v/60Hz 230v/50Hz or 115v/60Hz

Airborne noise emission up to 78dB(A) up to 76dB(A) up to 78dB(A)

*Special chutes available on request

Kit A: Mobile Pedestal Unit
Complete with block and arm
support for tabber body and
electronic controller with arm
adjusters.

1. Straight tape firing

2. Tape deflecting head
for firing up.

3. 90O tape deflecting
head for firing down.

Kit B: 3-Piece Universal Mount
Comprising black anodised circular bar mounting bracket
(38mm diameter) and alternative black anodised universal
flat mounted bracket, both complete with screw threaded
lever arm adjusters, plus steel rod support arm.

Kit C: 7-Piece Multi-Universal Mount
Comprising ‘Kit B’ plus two steel
extended rods and two additional flat
mounted brackets.

Cutting Head OptionsMounting Options

Vacuumatic have made every effort to ensure the accuracy of the information contained within this brochure. Vacuumatic operate a research and development programme which drives continuous product improvement.
The services and product specifications contained within this brochure may change without notice.




